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FOREWORD 

This Indian Standard was adopted by the Bureau of Indian Standards, after the draft finalized by the 
Wool and Wool Products Sectional Committee had been approved by the Textile Division Council. 

Shoddy woollen barrack blankets are manufactured from shoddy yarn produced from woollen/ 
synthetic rags. For specification of shoddy yarn, reference may be made to IS 14291 : 1995. 

For the purpose of deciding whether a particular requirement of this standard is complied with, the 
final value, observed or calculated, expressing the result of a test, shall be rounded off in accordance 
with IS 2 : 1960 'Rules for rounding off numerical values ( revised )'. 



IS 14292 : 1995 



Indian Standard 



TEXTILES - SHODDY WOOLLEN BARRACK 
BLANKETS - SPECIFICATION 



1 SCOPE 

1.1 This standard prescribes the constructional 
particulars and other requirements of shoddy 
woollen barrack blankets. 



does not specify general 
and finish of the blankets 



1.2 This standard 
appearance, shade 
( see also 6 ) . 

2 REFERENCES 



The Indian Standards listed in Annex A are 
necessary adjuncts to this standard. 

3 TERMINOLOGY 

For the purpose of this standard, the definitions 
given in IS 11206 : 1984 shall apply. 

4 MANUFACTURE 

4.1 Shoddy yarn shall be used in the manufac- 
ture of blankets (see IS 14291 : 1995 ). How- 
ever, the blankets shall have a minimum wool 
content of 65 percent. 

4.2 Blankets 

The blankets shall be clean scoured and free 
from grease, soap, filling or any other admixture 
which might give fictitious mass, substance or 
firmness. The blankets shall be milled and given 
a raised finish. 

4.2.1 For blankets woven on conventional 
looms, the traverse edges shall be whipped by 
using suitable yarn. In case of blankets woven 
on shuttleless looms, both the selvedges shall be 
securely fixed by overlock stitch and traverse 
edges shall be whipped by using suitable yarn. 

4.2.2 Moth Proofing 

If required by the buyer, the blankets shall be 
rendered moth-proof by suitable treatment 
specified in IS 11662 : 1986, which will not have 
toxic effect on human body. The manufacturer 
shall declare the mothproofing chemicals used, 
the minimum residual content and the method 
of test for determining the same. 

4.2.2.1 The amount of preservatives used shall 
be determined by the methods given in IS 3522 
(Part 3): 1983. 



4.2.3 Freedom from Defects 

The blanket when visually examined both 
against light and on a surface shall not have 
more than one objectionable flaw per 8 m 
length. The objectionable flaws shall be those 
which strike immediately the eyes of the person 
examining the blanket and shall be deemed to 
include: 

a) missing ends and picks; 

b) floats; 

c) cuts and holes; 

d) stains; 

e) weft bars and warp section marks; 

f) big slubs, knots and specks; 

g) dyeing defects ( streaks, patches, etc ); 
and 

h) thick and thin places. 

4.2.3.1 A reference may be made to IS 4125 : 
1987 for details of these defects. 

5 REQUIREMENTS 

5.1 The constructional particulars of the 
blanket shall conform to those given in Table 1. 

5.2 The other requirements of blanket shall 
conform to those given in Table 2. 

6 SEALED SAMPLE 

6.1 If, in order to illustrate or specify the 
general appearance, feel, shade and finish, etc, 
of blanket, a sample has been agreed upon and 
sealed, the supply shall be in conformity with 
the sample in such respects. 

6*1.1 The custody of the sealed sample shall be 
a matter of prior agreement between the buyer 
and the seller. 

7 MARKING 

7,1 The blanket shall be marked with the 
following: 

a) Name of the material; 

b) 'Blend Composition', that is, the percen- 
tage of wool and polyamide/polyester 
fibres; 

c) Indication of the source of the manufac- 
ture. 
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Table 1 Constructional Particulars of Shoddy Woollen Barrack Blankets 

( Clause 5.1 ) 
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Table 2 Requirements of Shoddy Woollen Barrack Blanket 

( Clause 5.2 ) 



SI 
No. 

(1) 
i) 
ii) 



iii) 



Characteristic 

(2) 
Relaxation shrinkage, percent, Max 
Colour fastness to: 

a) Light ( see Note 1 ) 

b) Washing : Test 2 

i) Change in colour of test specimen 
ii) Staining on adjacent fabric 

c) Dry-cleaning 

Blend composition ( see Note 2 ) 



Requirement 

(3) 
40 

4 or better 



3 or better 

3 or belter 

4 or better 

65 percent 
minimum 
wool content 



Method of Test 

(4) 
IS 665: 1989 

IS 686 : 1985 

or 
IS 2454 : 1985 

IS 3361 : 1979 



IS 4802 : 1988 
IS 2006 : 1988 



NOTES 

1 In case of dispute, colour fastness to light shall be determined by the method prescribed in IS 686 : 1985. 

2 The wool content shall be as agreed to between the buyer and the seller subject to a minimum wool content 
of 65 percent. However, a tolerance of + 3 on declared wool content shall be permitted. 



d) Month and year of manufacture; and 

e) Length and width of the blanket. 

7.2 BIS Certification Marking 

The product may also be marked with the 
Standard Mark. 

7.2.1 The use of the Standard Mark is governed 
by the provisions of Bureau of Indian Standards 
Act, 1986 and Rules and Regulations made 
thereunder. The details of conditions under- 
which the licence for use of the Standard 
Mark may be granted to manufacturers or 



producers may be obtained from the Bureau of 
Indian Standards. 

8 PACKING 

8.1 The blankets shall be packed in bales or 
cases in conformity with the procedure laid 
down in IS 741 : 1971 or by the method given 
in 8.2, if specifically required by the buyer. 

8.2 Fifteen blankets of the same variety shall 
be individually folded and placed one over the 
other. The folded blankets shall be wrapped in 
a layer each of polyethylene film, kraft paper 
and hessian (305 g/m 2 ) in such a way that the 
hessian forms the outermost layer. Each layer 
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shall have an overlap of minimum 10 cm. The 
outer-most layer shaJI be suitably stitched with 
jute twine and the package made secure by 
means of steel strips or hoops of medium grade. 
The gross mass of the bale shall normally not 
exceed 38 kg. 

9 SAMPLING 

9.1 Lot 

The quantity of blankets of same blend com- 
position delivered to one buyer against one 
despatch note shall constitute a lot. 

9.2 The conformity of a lot to the requirements 
of the standard shall be determined on the 
basis of the tests carried out on the sample 
selected from the lot. 

9.3 Unless otherwise agreed to between the 
buyer and the seller, the number of pieces to be 



selected at random shall be in accordance with 
col 1,2 and 4 of Table 3. To ensure random- 
ness of selection, procedure given in IS 4905 : 
1968 may be followed. 

Table 3 Sample Size and Criteria for 
Conformity 



Lot Size 



(I) 

Up to 50 
51 to 150 

151 to 300 

301 to 500 

50! and above 



Sample 
Size 



(2) 
5 



13 
20 

32 



Permissible 
Number of Non- 
conforming 
Pieces 

(3) 



1 

I 

2 



Sub- 
Sample 

Size 

(4) 

1 
2 

2 

3 

5 



9.4 Criteria for Conformity 



Characteristic 

Ends, picks, mass per blanket, 
mass/m*, length, width, thick- 
ness, visual defects and weave 

Breaking strength 



Number of Tests 

According to col 2 of 
Table 3 



According to col 4 of 
Table 3 



Criteria for Conformity 

Permissible number of non-confor- 
ming pieces not to exceed the 
corresponding number given in 
co! 3 of Table 3 

X = *04 R > specified value 



the 



Relaxation shrinkage do 

Blend composition, colour fast- do 

ness ratings, mothproofing 

X — Average value obtained by dividing the sum of the 
test results, and 

R = Range, that is, difference between the maximum and minimum in a set of observed 
values. 



J? + 0-4 R < specified value 

All the test specimens satisfy 
relevant requirement 

observed values by the number of 



ANNEX A 
( Clause 2 ) 

LIST OF REFERRED INDIAN STANDARDS 



IS No. 
665 : 1989 



686 : 1985 



Title IS No. 

Textiles — Determination of 741:1971 

dimensional changes of 

fabrics containing wool on 

soaking in water (first 

revision ) ( Reaffirmed 1954 : 1990 

December 1994 ) 

Method for determination 1963 : 1981 
of colour fastness of textile 
materials to daylight (first 
revision ) ( Reaffirmed 

October 1990 ) 



Title 

Code for inland packaging 
of woollen and worsted yarn 
and cloth ( first revision ) 
( Reaffirmed March 1991 ) 
Determination of length and 
width of woven fabrics — 
Methods ( second revision ) 

Methods for determination 
of threads per unit length in 
woven fabrics ( second 
revision ) ( Reaffirmed April 
1993) 
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IS No. 

1964 : 1970 



1969 : 1985 



2006 : 1988 



24 54 : 1985 



3361 : 1979 



3522 
( Part 3 ) : 



Title 

Methods for determination 
of weight per square metre 
and weight per linear metre 
of fabrics (first revision) 
( Reaffirmed May 1988 ) 

Methods for determination 
of breaking load and elonga- 
tion of woven textile fabrics 
(second revision) ( Reaffirmed 
April 1993 ) 

Method for quantitative 
chemical analysis of binary 
mixtures of protein fibres 
with certain non-protein 
fibres ( second revision ) 
( Reaffirmed March 1993 ) 

Method for determination of 
colour fastness of textile 
materials to artificial light 
( Xenon lamp ) (first revision ) 
( Reaffirmed October 1990 ) 
Method for determination of 
colour fastness of textile 
materials to washing : Test 2 
{first revision ) ( Reaffirmed 
December 1992 ) 
Methods of estimation of 
: 1983 common preservatives used 
in textile industry ( Reaffir- 
med March 1993 ) 



IS No. Title 

4125 : 1987 Glossary of terms pertaining 

to defects in fabrics (first 
revision ) ( Reaffirmed April 
1993 ) 

4802 : 1988 Method for determination of 

colour fastness of textile 
materials to dry-cleaning 
(first revision ) ( Reaffirmed 
March 1993 ) 

Methods for random 
sampling ( Reaffirmed 1990 ) 

Method for determination of 
thickness of woven and 
knitted fabrics 

Methods of test for man- 
1981 made staple fibres— Deter- 
mination of linear density 
( Reaffirmed April 1993 ) 

Glossary of textile terms — 
wool and other animal fibres, 
their processing and products 
( Reaffirmed March 1991 ) 

11662: 1986 Preservative treatments of 

textiles ( Reaffirmed 

December 1990 ) 

14291 : 1995 Textiles — Woollen shoddy 

yarn — Specification 



4905 : 


1968 


7702 : 


1975 


10014 
( Part 2 ) : 


11206 


: 1984 



ANNEX B 
( Table 1 ) 

METHOD FOR DETERMINATION OF MASS OF BLANKETS 



Determine the mass of the blanket to nearest 
10 g after conditioning for at least six hours 



in the standard atmosphere of 65 ± 2 percent 
relative humidity and 27 ± 2°C temperature. 
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BIS is a statutory institution established under the Bureau of Indian Standards Act, 1986 to promote 
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Copyright 

BIS has the copyright of all its publications. No part of these publications may be reproduced in any 
form without the prior permission in writing of BIS. This does not preclude the free use, in the course 
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Review of Indian Standards 

Amendments are issued to standards as the need arises on the basis of comments. Standards are also 
reviewed periodically; a standard along with amendments is reaffirmed when such review indicates that 
no changes are needed; if the review indicates that changes are needed, it is taken up for revision. 
Users of Indian Standards should ascertain that they are in possession of the latest amendments ot 
edition. 

This Indian Standard has been developed from Doc No; TX 04 (0116). 
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